
 

1. Window Replacement is different from Glass Replacement. Window Replacement is changing out 
the entire window, frame and allτthink of upgrading an older home from single pane aluminum 
frame windows to new vinyl frame windows. Glass Replacement is only replacing the glass portion of 
ǘƘŜ ǿƛƴŘƻǿΣ ƭƛƪŜ ǿƘŜƴ ȅƻǳΩǾŜ ōǊƻƪŜƴ ŀ ǿƛƴŘƻǿ ŀƴŘ ƴŜŜŘ ƛǘ ǊŜǇŀƛǊŜŘΦ !ƭƭ ǿƛƴŘƻǿ ŦǊŀƳŜǎ ŀǊŜ ŘŜǎƛƎƴŜŘ 
to be able to remove and replace the double pane IGU (Integrated Glass Unit). 
 
2. Every thermal double-ǇŀƴŜŘ ǿƛƴŘƻǿ ŜǾŜƴǘǳŀƭƭȅ ŦŀƛƭǎΤ ǘƘŜǊŜ ƛǎ ƴƻ ǎǳŎƘ ǘƘƛƴƎ ŀǎ ŀ άƭƛŦŜǘƛƳŜέ ǿƛƴŘƻǿΦ 
Wood framed windows tend to last about 20-24 years (if well maintained). Same with high-end 
ǿƻƻŘκŀƭǳƳƛƴǳƳ ŎƭŀŘ ǿƛƴŘƻǿǎΦ !ƭǳƳƛƴǳƳ ŦǊŀƳŜǎ ƻŦ ǘƘŜ тлΩǎκулΩǎ ǘȅǇƛŎŀƭƭȅ ŀǾŜǊŀƎŜ мс-18 years. Vinyl 
framed windows may make it at least 15 years if they have standard or Super spacers. Most vinyl win-
dows, however, have the low-quality Intercept Spacer and these windows begin failing in 5-8 years. 
See our Double Trouble article.  
 
3. Choosing the best window is like buying a car: you get what you pay for. For longevity and perform-
ance, the type of frame and IGU spacer are more important than who the manufacturer is. Best buy? 
Fiberglass or wood/aluminum clad frame with standard or Super spacers. Add a high quality Low-E 
like the Cardinal 270 or the SolarBan 60 and you have a Cadillac window. 
 
4. Sunshine (solar expansion/contraction) is the biggest cause of window failure, which is why your 
south and west facing windows will fail first. Water exposure is the next biggest culprit. To increase 
the longevity of your windows, reduce the amount of sun 
and water exposure they receive. 
 
5. Glass is not smooth. When viewed under a microscope, 
glass has a very rough surface. Glass begins to dull and de-
teriorate the minute after it is made, eventually becoming 
etched and corroded from water and atmospheric pollut-
ants. Windows that are more than ten years old are no-
ticeably duller than brand new windows. Regular cleaning 
(min 2x year) is important to keep your windows clear. 
Imagine how dull the paint on your car would soon be if 
you only cleaned it once a year!  
 
6. Low-E (Low Emissivity) film is a coating applied to the 
inside surface of a double paned IGU that is composed of microscopic particles of metal that selec-
tively reflect long wave radiation (infrared heat) back its source. A quality low-e film blocks up to 90% 
ƻŦ ǘƘŜ ǎǳƴΩǎ ƘŜŀǘ ŎƻƳƛƴƎ ƛƴ ŀ ǿƛƴŘƻǿ ŀƴŘ ǊŜŘǳŎŜǎ ǘƘŜ ƘŜŀǘ ŜǎŎŀǇƛƴƎ ŀ ǿƛƴŘƻǿ ōȅ ŀǘ ƭŜŀǎǘ сл҈ ƻǊ 
ƳƻǊŜΦ ¢ƘŀǘΩǎ ŀ ŘƛŦŦŜǊŜƴŎŜ ȅƻǳ Ŏŀƴ ŦŜŜƭΗ  
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Glass is not smooth. This is an electron microscope 
image of the surface of a window.  
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7. The biggest cause of early failure in 
wood framed windows is lack of mainte-
nance. Every two years the exterior seam 
where the glass meets the wood needs to 
be caulked and the frames painted. Other-
wise, rain hits the glass and runs down be-
tween the wood and glass where it pools 
at the bottom of the IGU (Integrated Glass 
Unit), and rots both the seal on the IGU 
and the wood frame from the inside out.  
 
8. Sealed thermal or double-pane windows 
do not have a vacuum inside, just dry air 
that acts as an insulating layer. The Dirty 
Little Secret in the window industry is that 
windows are not 100% hermetically sealed. Windows breathe very slightly from solar pump-
ing; which is why they build desiccant into the spacers. Argon and Krypton gas are excellent at 
increasing the insulation ability of your windowsτōǳǘ ŀŦǘŜǊ ŀ ŦŜǿ ȅŜŀǊǎ ƻŦ ǎƻƭŀǊ ǇǳƳǇƛƴƎ ƛǘΩǎ 
all gone.  

 
9. Vinyl-frames are the worst framing material you 
can use for windows. A south facing, six foot wide 
frame can expand and contract up to 3/8 of an inch 
each day. Thermal expansion stress shortens the life 
span of windows considerably. If you have a lot of sun 
exposure, consider a different type of window. (See 
ƻǳǊ άDouble Trouble ŀǊǘƛŎƭŜΦέύ  
 
10. Anything that makes a window hotter shortens its 
life. Use external sunshades rather than inside 
drapes. Be aware that aftermarket solar filmτwhile 
useful in many placesτsignificantly increases the 
heat inside a window and always voids a manufac-
ǘǳǊŜǊΩǎ ǿŀǊǊŀƴǘȅΦ  
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Vinyl expansion crack on a 9 year old home  
in Snoqualmie WA. 

This entire window, frame and all, will have to be replaced. 
A $4 tube of caulk would have prevented this. 
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